240

220 -

180

160

140

Head - ft.

7SP 100 Family
3500-rpm Curve

Dia. Vane Cat. No.
7.10” .100 D37010
6.70” .080 D36610
6.22" .080 D36210

120

100

80 -

60 -

40

Model: 7SP

Size: 7SP-100 family
Ports: 1.0" x 1.25" NPT
RPM = 3500 (Nominal)

See individual single line performance curve
before finalizing selection.
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Head - ft.

7.10" Diameter Impeller

200 -
D37010 3500-rpm
Model: 7SP
Ports: 1.0"x 1.25" NPT
180 + Impeller: Enclosed
Diameter: 7.10"
Vane = 0.100"
160 + RPM = 3500 (Nominal)
140 - Head vs. Capacity
120 +
100 -
Efficiency
80 - —
HORSEPOWER
60-Hz
60 —
5.0-hp
40 + 4.0-hp
Horsepower 3.0-hp
20 + 2.0-hp
0 - 1 1 1 1 1 1 ‘ 1
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Head - ft

200 +
190 +
180 |
170 -
160

6.70" Diameter Impeller

D36610 3500-rpm

Model: 7SP

Ports: 1.0"x 1.25" NPT
Impeller Cat#: D36610
Impeller Dia: 6.70"
Vane Ht. .080

RPM = 3500 (Nominal)

150
140 +
130
120 +
110 +
100 +
90 +

50 +
40
30 T
20 +

Head vs. Capacity

Efficiency —

_—

Horsepower

HORSEPOWER
60-Hz

3-hp
2.5-hp
2-hp
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Head - ft.

6.22" Diameter Impeller

160 | 80
D36210 3500-rpm Model: 7SP
\ > )
150 Ports: 1.0"x 1.25" NPT |-
Impeller: D36210
1o Diameter: 6.22" 70
Vane = 0.080"
130 + " .
Head vs. Capacity RPM = 3500 (Nominal)
120 60
110 +
100 + 50
Efficiency Y m
40 2
>
HORSEPOWER 60-Hz Q
3-hp 30
2.5-hp
Horsepower L5-hp
10
| | 1 | 0
30 40 50 60 70
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140 -

120 -

100 -

80

7SP 100 Family

Head - ft.

60

40

20

Model: 7SP

Size: 7SP-100 family
Ports: 1.0" x 1.25" NPT
RPM = 2900 (Nominal)

2900-rpm Curve

Dia. Vane Cat. No.
7.10" .100 D37010
6.70" .080 D36610
6.22"” .080 D36210

See individual single line performance curve
before finalizing selection.
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Head - ft.

7.10" Diameter Impeller

D37010 2900-rpm
Model: 7SP
140 —+ Ports: 1.0"x 1.25" NPT
Impeller: Enclosed
Diameter: 7.10"
Vane = 0.100"
120 + RPM = 2900 (Nominal)
Head vs. Capacity
100 -
80 +
Efficiency
£ HORSEPOWER
60 60-Hz
— 2.5-hp
40 + Horsepower 2.0-hp
/
1.5-hp
20 +
0 - 1 1 1 1 1 1
0 10 20 30 40 50
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Head - ft.

6.70" Diameter Impeller

140 7 D36610 2900-rpm
Model: 7SP
Ports: 1.0"x 1.25" NPT
Impeller Cat#: D36610
120 + Impeller Dia: 6.70"
Vane Ht. .080
RPM = 2900 (Nominal)
100 — Head vs. Capacity
80 +
Efficiency
60 +
HORSEPOWER
60-Hz
40 + 2.0-hp
1.5-hp
Horsepower
20 L 1.0-hp
0 1 1 1 1 1 |
0 10 20 30 40 50 60
Capacity - gal./min.
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Head - ft.

120 + 6.22" Diameter Impeller

D36210 2900-rpm Model: 7SP
Ports: 1.0"x 1.25" NPT
Impeller: D36210
Diameter: 6.22"
100 + ffici Vane = 0.080"
Efficiency RPM = 2900 (Nominal)
80 —
Head vs. Capacity
60 +—
40 + HORSEPOWER
60-Hz
_ 1.5-hp
Horsepower
20 - 10-hp
0 1 1 1 1 1
0 10 20 30 40 50

Capacity - gal./min.
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50 | 7SP 100 Family |
. 1750-rpm Curve _
~~~~~~~ Dia. Vane  Cat. No.
7.10" 710" .100  D37010
45 - 6.70° .080  D36610
e 6.22" .080 D36210
6.70" =
40
35 ~
30 -
36%
= 39%
% 25 A
I \\
N\
20 | N
1/2-hp
1/3-hp
15 ~
42% ™ 1/a-hp
1 |
0 39%
Model: 7SP
Size: 7SP-100 family
° Ports: 1.0" x 1.25" NPT See individual single line performance curve
RPM = 1750 (Nominal) before finalizing selection.
O I I I I I I 1
0 5 10 15 20 25 30 35 40
Capacity - gal./min.
3/13/2008 AMERICAN STAINLESS PUMPS 1750 Family



Head - ft.

6.70" Diameter Impeller

60 1 D36610 1750-rpm
Model: 7SP
Ports: 1.0"x 1.25" NPT
Impeller Cat#: D36610
Impeller Dia: 6.70"
50 -+ Vane Ht. .080
/ RPM = 1750 (Nominal)
/ Efficiency
40 \
Head vs. Capacity
30 +
HORSEPOWER
60-Hz
20 + 0.5-hp
/ Horsepower
10 = 0.25-hp
0 1 1 1 |
0 10 20 30 40
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Head - ft.

6.22" Diameter Impeller

60
D36210 1750-rpm Model: 7SP
Ports: 1.0"x 1.25" NPT
Impeller: D36210
Diameter: 6.22"
Efficiency Vane =0.080"
RPM =1750 (Nominal)
40 +
\
Head vs. Capacity
20 +
HORSEPOWER
60-Hz
0.25-hp
— Horsepower
0 10 20 30 40
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SECTION A-A

MATERIAL: Material

RELEASED

CONSTRUCTION?

FOR

Quote

MANUFACTURING PROCESS: Process

WHEN NOT NOTED OTHERWISE

TOLERANCES UNLESS

NOT FOR CONSTRUCTION
UNLESS INDICATED.
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